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WHEN ALL N'S 
SILO FULL, BUT 
SILO 4 HAS 
SPACES, ALL 
V3 CLOSE 
V4 OPEN 
V5 OPEN 
V6 OPEN 
V8 CLOSE 



1. ALL SILO EMPTY, 

2. SILO 1 - 3 FILL 
TOWN WATER TO F2 



DISCHARGE 
RECYCLER 
IN SILO 4 



SILO N 
READY 



WATER 
COLLECTION 
POINT; PIT B 



ALWAYS CHECK 
ON ALL SILOS. 
1.S.G. LEVEL 

2. WATER LEVEL 

3. VALVE/FLOAT 
SWITCH STATUS 

4. QUEUE OF SILO 



PUMP TO 
THE "NTH 
ALSO (FIRST 
OF QUEUE) 
V3 OPEN 
V1 C LOSE 



V5 OPEN - BATCHING 
V4 OPEN - WASHING 
V8 CLOSE 



ALWAYS CHECK 
ITEM 1 - 4 



FILTER PRESS 
STARTS, WATER 
OUT GO TO 
SILON + 1, 
UNTIL SILO 4 
EMPTIES 




SILO N 
.FULL?^ 

YES 



V5 OPEN - BATCHING 
V4 OPEN - WASHING 
V5 OPEN - TO SILO 4 
V3 CLOSE 



(WHEN ALL) 
SILO FULL 

ALARM. 
V3 CLOSE 
V4 OPEN 
V5 OPEN 
V8 OPEN 



SILON 
READY 



WHEN S.G^ 
OF SILO N 
GOES OFF, 
V3 CLOSE 

V4 OPEN 
V5 CLOSE 

V8 OPEN 



SYSTEM 
SWAP TO 
SILO N + 1 



SILON 
EMPTIES 

£ 



ALL VALVES 
CLOSE INPUT 
FILTER PRESS 
WATER UNTIL 

HITTING F2 




USE TOWN 
WATER IF 
FILTERED 
WATER 
ARE USED UP. 





ORIGINAL 
SILON 
EMPTIES 



WATER 
FROM 
FILTER 
PRESS 
GO TO 
SILO 
N + 1 



(SILO QUEUE UP) 



IF SILO 4 IS EMPTY, 
FINISH ALL FILL TARGETS 
WITH TOWN WATER. 
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1. ALL SILO EMPTY 

2. SILO 1-3 FILL TOWN WATER TO 30%. 

3. ALL V7 OPEN, ALL OTHER VALVES SHUT 

4. N=1 




N-V2 OPEN 
N-V3 OPEN 
N-V5 OPEN 
N-V7 OPEN 
(N+1)-V8 OPEN 



A SILO 
READY 
(80% FULL) 
SET TO 
SILON 



WATER COLLECTION POINT PIT A I 



ALWAYS CHECK ON 
ALL SILOS 

1 . S.G LEVEL 

2. WATER LEVEL 

3. QUEUE OF SILOS 



PUMP TO THE "NTH SILO 
(FIRST TO QUEUE) 
V2 OPEN, V1 CLOSE, 
V15 OPEN 




_J SYSTEM SWAPlT 
~^ TO SILO N + V 



ORIGINAL SILO N ALL VALVES 
CLOSES, INPUT FILTER PRESS 
WATER UNTIL HITTING 50% 



ORIGINAL SILON ALL 
VALVES CLOSE, INPUT 
FILTER PRESS WATER 
UNTIL SILON RISES 
BY 20% 




